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SHORT TIME TENDER   

BIT/PUR/STT/ECE/23-24//IC000683/2023                                              DATE:08/01/2024 

To,  

 M/s. .............................................. 

 

  

Dear Sir, 

Subject : Request for Quotation for Procurement of  FUME HOOD Etc. 

You are requested to submit most competitive rates(s) for the following item(s) as per details given below 

(Sealed Quotations may be sent by hand or by post): 

Last date and time for submissions of complete 

Quotations by ( Password protected) 

 Email to dr.purchase@bitmesra.ac.in, 

purchase2@bitmesra.ac.in sealed quotations 

can be submitted to the under mentioned 

address. 

25.01.2024 15:00 Hrs. 

( If all LTE Vendors submit the quotation prior to 

the submission date, the quotations will be opened 

prior to last date of submission.) 

 

Sr.No. Item Description Quantity 

1 FUME HOOD 
Working size  (LXWXH) feet  3X2X2,  
Inner Chamber  - SS304, Exterior  -Stainless Steel, Work top  Jet black granite, 
Illumination  Fluorescent Tube Light (02 nos.), Blower  Centrifugal exhaust 
blower, water tap fittings, sink with drainage system, electrical sockets, 
ventilated cabinet at bottom to store chemicals, Warranty  1 year 

01 Nos. 

2 LAMINAR AIR FLOW 
Working size  (LXWXH) feet  4X2X2, Air flow direction  -Vertical, Air 
cleanliness  -Class 100, Construction - Powder coated MS, Air flow direction  
Vertical, Sash (front door) - Manual sliding type (Acrylic transparent), Side 
panels  Acrylic, Illumination - 2 LED Light, Noise level - 65 ±5 DB, Power 
supply  -220 volts / 50 Hz, Air filtration  - Pre-Filter - 10 microns (washable) 
HEPA filter (0.3 Microns), Standard fittings - Air / gas cock 
Mains on/off switch 
Light on/off switch 
UV Light on / off Switch 
Blower on / off Switch 
Warranty  1 year 

01 Nos. 

3 PROGRAMMABLE HOT AIR OVEN 
Temperature range- Ambient +5°C to 300°C 
Temperature accuracy: ±1°C or better 
Temperature sensor: RTD Pt100 
Temperature controller: PID temperature controller 
Display of SV & PV 
Construction: Double walled 
Inner chamber: Stainless steel 304 
Exterior: Powder coated GI sheet 

02 Nos. 
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Insulation: Ceramic Wool 
Shelves: Chrome plated wire mesh cable trays (removable) 
Door: Insulated solid door with spring latch 
Door gasket: Silicone Gasket 
Air circulation: Motor driven blower assembly 
Safety: Over temperature thermostate 
Power supply: 220 Volts / 50 Hz 
Temperature 
Warranty  - 1 year 

4 MAGNETIC STIRRER WITH HOT  PLATE 
Ceramic Hotplate Magnetic Stirrer 
Make: HE (An ISO 9001  2015 / CE Mark / GMP / MSME Registered) 
Digital LCD display with back light, Big Size Ceramic hot plate with flame 
protection and durability,  Heating and stirring proceed simultaneously, 
Temperature & Stirring speed stepless adjusted, Real temperature & speed 
display on the screen simultaneously, Two sensors, Over temperature alarm, 
STANDARD ACCESSORIES -Stir Bar, Temperature Probe, Stand,  
Display  digital, speed  100-1600 rpm, plate size  190X190 
Top plate  ceramic 
Maximum volume  5000ml, PID temperature controller,  
600 power wattage, 
1 year warranty 

02 Nos. 

5 REFRIGERATOR 
Chemical Laboratory Refrigerator - New range of refrigerators from REMI are 
designed for storage applications in pharmaceutical, microbiology, chemical. 
Unit should have glass door for convenient sample viewing, forced air 
circulation system ensuring uniform temperature throughout the chambers. 
Digital controller should be provided for display of internal temperature 
along with alarm systems. Plastic inner chamber, Outer body prepainted GI, 
frost free / static cooling. Energy efficient, uniform cooling by forced air 
circulation, adjustable plastic coated wire mesh shelves, clear product 
visibility, with dual glass, high performance, capacity  400 litres, frost free, 
temperature range  1-10 degree C. 1 glass door, 4 shelves/baskets, 220-240 
volts 50 Hz single phase, dimensions (mm)  610X584X1981 

01 Nos. 

Sealed Quotation may be submitted superscribed with reference number as appended hereunder:- 

Quotation for Supply of ----  
 

Ref.No. -------- BIT/PUR/STT/ECE/23-24//IC000683/2023                                               

                                                                                 To, 
 

                                                                                           Dy. Registrar (Purchase)  

                                                                                           Birla Institute of Technology                                              

From :                                                                                 Mesra , Ranchi , Jharkhand - 835215                                                                           

M/s---------------------------------------- 

Address : ---------------------------------------- 

Contact No. ------------------------------------- 

Email ID---------------------------------------  
 

1. Original bills in triplicate along with the warranty card will have to be issued by the party to whom order 

is issued. 
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2. HSN code of the material should be mentioned in quotation. 

3. All entries in the quotation should be typed or computer printed without any ambiguity and should be 

free from correction etc. Hand written offers will be rejected. 

4. Late and delayed tenders will not be considered. In case any unscheduled holiday occurs on prescribed 

closing date the next working day shall be the prescribed date of closing.  

5. The quotation should be submitted with descriptive literature & drawing. The make of the items offered 

should be clearly specified. 

6.  Material should be confirming to our specification. The deviations if any should be clearly indicated in 

the quotations. 

7. Successful bidder has to furnish the OEM test certificates along with the materials (if applicable). 

8. Rate /Price: The offered price shall be on FOR BIT Mesra on Door Delivery basis. 

9. No Advance payment will be considered at any circumstances. 

10. If offered Price Term is other than the FOR-Destination term, approximate Freight & forwarding charges 

along with the applicable Insurance charges may be mentioned. 

11. GST and PAN certificate should be furnished along with quotations. 

12. Road Permit: The supplier shall arrange Road Permit on his own for transportation material to BIT 

Mesra and any additional tax liability on this account shall be borne and paid by the supplier. 

13. Purchaser will not pay separately for transit insurance/taxes (if any) and the supplier will be responsible 

until the stores arrive in good condition at the destination. 

14. Warranty: Period of warranty should be clearly mentioned and also the parts covered under it. Warranty 

will be applicable from the date of successful installation. 

15. Service Facility: Supplier must mention about the service set up in India & confirm effective after sales 

service. 

16. BIT Mesra is not bound to accept the lowest or any quotation for whatsoever reason and reserve its right 

to accept or reject in whole or in part any or all the quotations received without assigning any reason. 

17. Applicable taxes shall be quoted separately for all items and levies payable by the supplier under the 

contract shall be included in the unit price. 

18. Each bidder shall submit only one quotation and sealed quotation to be submitted / delivered at the 

address. (Alternatively it can be email ( Password protected ) at purchase2@bitmesra.ac.in or 

dr.purchase@bitmesra.ac.in) or deliver by hand. 

19. Training clause ( if any )to be mentioned. 

20. Delivery period should be mentioned clearly in the quotation. If a firm accepts an order and fails to execute 

the order in full as per the terms and conditions stipulated therein, it will be open to this Institute to recover 

liquidated damages from the firm at the rate of 0.5% to 1% per week of the order value subject to a maximum of 

10% of the order value. 

21. Conditional tenders will not be considered.  

22. Authorized dealership certificate should be submitted in case principal manufacturing company is not 

quoting directly. 

23. Copy of Purchase Orders for similar equipment supplied to any other organization desired.  

24. Annual turnover of company for last 3 year / CA Certificate  to be provided. 

25. Declaration required by the vendor that the price quoted are lowest that I have supplied to any other 

organization. 
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26. Customs Duty: The Institute is exempted from payment of Customs Duty Vide GOI Notification No. 

51/96 Customs, dated 23.07.1996 & No.24/2007-Customs dated 01.03.2007 with registration no 

11/161/1990-TU-V dated 23.03.2022.        

             Sd/- 

Dy. Registrar Purchase 

BIT Mesra Ranchi-835215 

mailto:purchase2@bitmesra.ac.in

